
Installation manual / Upute za instalaciju
Prozor / vrata Bau�t krila
Bau�t casement window / door
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Prepare wall for installation. 
Size of the wall has to be 
5 mm more bigger than frame.

Step 1

Place the uPVC casement window frame
 in to the wall. Insert wedges all side 
(8 point like the photo) to see 
if window is in correct level placement.

Step 2

Step 3

Drill to the edge of frame.

Step 4

Insert the plastic plug.

Pripremite zid za ugradnju. 
Veličina zida mora biti 
5 mm veća od okvira.

Postavite okvir prozora od uPVC na zid. 
Umetnite klinove sa svih strana (
8 točaka poput fotogra�je) da biste vidjeli 
je li prozor pravilno postavljen.

Izbušite do ruba okvira. Umetnite plastični čep.
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Secure window to wall with screw

Step 5 Step 6

Cut the wedges.

Step 7 Step 8
Checking again all part if it 
can be open and close after
 installation.

Seal the window with silicone 
sealant both indoor and outdoor.

Izrežite klinove.

Ponovno provjeravam može li se 
cijeli dio otvoriti i 
zatvoriti nakon instalacije.

Zatvorite prozor silikonskim 
brtvilom, kako unutarnjim 
tako i vanjskim.

Osigurajte prozor na zidu vijkom.



Gradi buducnost, popravlja proslost.
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Take o� the �lm sticker, 
clean the glass and frame.

Step 9 Step 10
Cover the screw and seal 
water drain cover to c
omplete installation.

Skinite naljepnicu s �lma, 
očistite staklo i okvir.

Pokrijte vijak i zatvorite poklopac 
odvoda vode da biste 
dovršili instalaciju.
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